
Certificate of Analysis

ULR Number TC924423100000668F Targeted Strength (kN/m) MD 80

Client Name Cirtex Industries  Pty Ltd Targeted Strength (kN/m) CMD 80

Item Description StrataGrid  SGB 80 Lot Number SGB0801448

Style SGB 80 Roll Number 100433008

Width of Rolls 2.55 M Delivery Country Australia

Date of testing and issuance 26.06.2023

PARAMETERS
TEST REPLICATE NUMBER

MEAN STD. 
DEV.1 2 3 4 5 6

Single Rib Tensile Properties 2
ASTM D 6637 - Method A

MD - Number of ribs per meter 21.0

MD - Max. Strength (kN/m) 94.5 93.1 93.3 93.5 94.5 93.9 93.8 0.6

MD - Elongation at nominal strength (%) 7.9 8.1 7.9 7.9 8.9 8.2 8.1 0.4

CMD - Number of ribs per meter 20.3

CMD - Max. Strength (kN/m) 103.5 102.6 102.8 103.0 0.4

CMD - Elongation at nominal strength (%) 11.2 11.1 10.9 11.1 0.2
MD - Machine Direction, CMD - Cross Machine Direction

Tested at QC Laboratory, 
Strata Geosystems (India) Pvt. Ltd. 
Survey No. 284, Village Daheli,  Tal: Umbergaon, 
Dist: Valsad,  Gujarat – 396105

Checked by Authorised by
(AM - QA/QC) (AGM - QA/QC)

ISO 9001-2015 | ISO 14001-2015 | ISO 45001-2018  Certified Organisation

The testing herein is based upon accepted industry practice in addition to the test methods listed. Test results reported herein are considered representative of the entire production lot. Test results reported herein do not apply to samples
or lots other than those tested. Strata Geosystems (India) Pvt. Ltd neither accepts responsibility for nor makes claims as to the final use and purpose of the materials tested. 
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