STRATA

StrataCrid™ Biaxial (SCB) is a polyester (PET) geogrid reinforcement for soil. These high-performance geogrids
are constructed of high molecular weight polyester yarns knitted together with a proprietary coating. SGB grid
is engineered to be mechanically and chemically durable, in both the harsh construction installation phase and
in the aggressive soil environments.

Material properties

MD kN/m 84
Nominal tensile strength min. 80
(ASTM D 6637 / EN ISO 10319)
CcMD kN/m 84
min. a0
Elongation at nominal strength MD 7 10
(ASTM D 6637 / EN ISO 10319)(+ /- 2%) CMD % 10
) . MD 22
Tensile strength at 2% strain CMD kN/m 15
(ASTM D 6637 / EN 1SO 10319)
fmin.} o . MD L5
5% strain CMD kN/m 2t
Physical properties
Aperture size MD 40
mm
(+/-2mm) CMD 40
Strap size MD mm 10
{+/-1mm) CMD 10
Roll width m 2.55
Roll length m 285
Roll area sqm 726.75

Mass per unit area

oy}
/- 10%) g/m 500

Fire Retardant Characteristics:

StrataGrid™ has been subjected to a Fire Retardancy Test in accordance with UL 94 standards. The product successfully
achieved a V2 rating, indicating its strong performance and safety during fire exposure.

18 17371

Notes

e M = machine direction / CMD = cross machine directian. E

* The above properties might change at the time of the manufacturing, storing, handling ar ey
shipping. The above values are subject to change as per the discretian of the company.

* Customised rolls with varying lengths ar master rolls can be manufactured an arder.

e Testedin CAI-LAP and MNABL accredited labaratories.
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