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PRODUCT CODE

GEOFABRIC (TOP LAYER)

GEOGRID (BOTTOM LAYER)

JS08.06 JS08.08 JS08.10 JS08.12 JS08.15

800.W x 6000.L 

mm

800.W x 8000.L 

mm

800.W x 

10,000.L mm

800.W x 

12,000.L mm

800.W x 

15,000.L mm

4.8 6.4 8 9.6 12

PRODUCT CODE

STEEL

FINISH

CODE MA01 MA02 MA03 MA04 MA05

12mm steel w 

450mm Legs

12mm steel w 

450mm Legs

12mm steel w 

600mm Legs

12mm steel w 

600mm Legs

12mm steel w 

300mm Legs

Galvanised None Galvanised None None

0.88 0.86 1.14 1.08 0.6

FINISH

WEIGHT (kg) 

UBAR ANCHORS FOR CONCRETE MATS SPECIFICATIONS

General Composition of Materials
MA00

Joining Strip Rolls Size and Weight Detail

WEIGHT (kg) 

(Dry Weight)

800mm Width Roll

12 mm Mild Steel

Ubar Anchor Size and Weight Detail

UBAR SIZES

Hot Dipped Galvanised (if required)

JOINING STRIP FOR CONCRETE MATS SPECIFICATIONS

General Composition of Materials
JS08.00.U20

80/80kN/m Biaxial Geogrid 

Non-Woven Geofabric Cloth (200gsm)

ACM-Specifications-Rev14 JOIN STRIP-00


